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ADJUSTABLE PEDESTALS

• Base slope corrector that eliminates tilt of the pedestals on substrates with a slope (0-7%).
• Load resistance up to 1000 kg on each center loaded pedestal.
• Minimum height starts from 15 mm (3/5’’).
• Height adjustment between 15 - 245 mm (3/5’’ - 9 2/3’’).
• Step height adjustment, each step is 1mm (1/32’’).
• Made in EU.
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IMPORTANT: Refer to RAPTOR product specifications to ensure proper use and installation. Find specifications at www.ddgro.eu

from
15 mm
(3/5’’)

to
35 mm
(1 3/8’’)
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to
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to
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from
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(3 3/4’’)

to
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from
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(5’’)
to

155 mm
(6 1/10’’)

RAPTOR XL1
125-155

from
155 mm
(6 1/10’’)

to
185 mm
(7 2/7’’)

RAPTOR XL2
155-185

from
185 mm
(7 2/78’’)

to
215 mm
(8 1/2’’)

RAPTOR XL3
185-215

from
215 mm
(8 1/2’’)

to
245 mm
(9 2/3’’)

RAPTOR XL4
215-245

Model No. Description Range Notes
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RAPTOR S 015-035 Adjustable Pedestal 15 - 35 mm
(3/5’’ - 1 3/8’’) Step heihgt adjustment 1 mm (1/32’’).

RAPTOR M 035-065 Adjustable Pedestal 35 - 65 mm
(1 3/8’’ - 2 5/9’’) Step heihgt adjustment 1 mm (1/32’’).

RAPTOR L 065-095 Adjustable Pedestal 65 - 95 mm
(2 5/9’’ - 3 3/4’’) Step heihgt adjustment 1 mm (1/32’’).

RAPTOR XL 095-125 Adjustable Pedestal 95 - 125 mm
(3 3/4’’ - 5’’) Step heihgt adjustment 1 mm (1/32’’).

P30 Height coupler 30 mm
(1 1/5’’)

Insert P30 into RAPTOR XL 095-125 
base or another P30 to reach up to 

245 mm (9 2/3’’).
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KN Base slope corrector 
0-7%

Adds 10 mm
(6/16’’) in height

Base slope corrector helps to 
compensate slope of the terrace and 
makes pedestal stay vertical even if 
staying on uneven sloped surface.

PO Paver spacer Adds 2 mm
(1/16’’) in height

Gives additional protection for water 
membrane.

PA Acoustic pad Adds 10 mm
(6/16’’) in height

It is places under the pedestals and 
gives additional noise protection.

SBR 170/3 SBR rubber pad Adds 3 mm
(1/8’’) in height

Placed under the pedestal gives 
additional protection of the water 

membrane. Also gives additional noise 
cancellation.
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